DAIRY TECH PASTEURIZER - ELECTRICAL SCHEMATIC - DOMESTIC

MODEL 10G - 200-240VAC, 1P, 50/60Hz (15 Amp)
MODEL 30G - 200-240VAC, 1P, 50/60Hz (18 Amp)
MODEL 60G - 200-240VAC, 1P, 50/60Hz (35 Amp)

WARNING - SERVICE OF THIS PASTEURIZER MUST BE PERFORMED BY QUALIFIED PERSONNEL ONLY. LETHAL VOLTAGES ARE PRESENT WHEN UNIT IS CONNECTED TO POWER SOURCE. DISCONNECT POWER PRIOR TO, AND DURING SERVICE TO ENSURE THE SAFETY OF YOU AND THOSE AROUND YOU. HOT SURFACES MAY BE EXIST EVEN IF THE POWER SOURCE IS DISCONNECTED. FAILURE TO ABIDE BY THIS WARNING COULD RESULT IN SERIOUS INJURY OR DEATH.

Values given for amperage draw are approximate and will vary depending on the actual voltage of your electrical source. Dairy Tech recommends that you have a qualified electrician determine the wire sizes needed to connect to your facility and make the connections for you.

Heating Elements
- 10G = 240V-1.5KW L10A8-1E24
- 30G = 240V-2.0KW N14A20-1E24
- 60G = 240V-3.9KW N24-A23

All within this boundary are located in lower cabinet of unit.